The SM1200 surface

mounted ventilator is an
unobtrusive slot vent

with a large open area
and thermal barrier.

FEATURES

12000mm?/M - 8971 ea.mm?*/m
controllable ventilation.

Thermal barrier.

OPTIONS

Knob control

A Cord control

_EQ Readymade & six modular sizes
available from stock

Bar length

W

» Upward deflecting slot trickle

COLOUR OPTIONS

All White
All Black
All Brown
All Oak
Mill finish
Bespoke colours
(Mixed colour options available)
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MODULAR STOCK SIZES

OPEN AREA OVERALL SLOT SIZE OVERALL OVERALL
VENT LENGTH  HOOD LENGTH

3000mm? 13mm x 235mm 315mm 280mm
4000mm* 13mm x 320mm 400mm 365mm
5000mm® 13mm x 390mm 470mm 440mm
6000mm? 13mm x 470mm 550mm 520mm
7000mm? 13mm x 540mm 620mm 600mm
8000mm? 13mm x 620mm 700mm 680mm

SLOT TRICKLE OPTION AIR FLOW

In the closed position the slot trickle option The air flow rates for the SM1200 ventilator
provides upward deflecting, draught free, for the fully controllable mode are shown in
ventilation up to 2500mm?/M. the graph above.

OPEN AREA

The free air flow area for modular sizes is
shown in the chart above.

Please note that the maximum open area is
12000mm?/M when used in conjunction with
the balanced hood and covering a continuous
13mm slot.
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