The SM 1400 surface
mounted ventilator with
its wool pile seals has been

developed to provide a severe
weather rated slot vent.
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OPTIONS

w9 Knob control

controllable ventilation. p
/&) Rod control
Natural upward deflection. —
atura’ b - .y Readymade & four modular
~ sizes available from stock

FEATURES

14000mm?/M - 11575 ea.mm?/m
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Severe weather rated.
Bar length
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Internal removable grille
for ease of cleaning

COLOUR OPTIONS

All White

All Brown
Body White / Hood Brown

Body Brown / Hood White
Satin & Mill finishes available

Bespoke colours
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@ WOOL PILE SEALS 50 100 150 200
AIR FLOW RATE (M¥/HR)

OPEN AREA OVERALL SLOT SIZE OVERALL
LENGTH

3000mm’ 16mm x 229mm 265mm
4000mm’ 16mm x 304mm 340mm
6000mm* 16mm x 454mm 490mm
8000mm’ 16mm x 604mm 640mm

@ INSECT GRILLE

OPEN AREA AIR FLOW

The free air flow area for modular sizes is The air flow rates for the SM1400 ventilator
shown in the chart above. for the fully controllable mode are shown in
the graph above.
Please note that the hood should be of the
same length as the vent to balance the air
flow. The maximum open area is 14000 mm?*/M
when used in conjunction with the balanced
hood and covering a continuous 16mm slot.
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